
 

 

 

 

 
 

   
    

      
    

    
   

   
 

 
       
          

 
 

   
 
 

  
     

  
     

  
 

 
   
  

   
  

 
    

 
  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 ASTM A513/A513M-15 

TIER I ADOPTION NOTICE 

ASTM A513/A513M-15, “Standard Specification for Electric-Resistance-Welded Carbon and Alloy Steel 
Mechanical Tubing", was adopted on December 9, 2016 for use by the Department of Defense (DoD). 
Proposed changes by DoD activities must be submitted to the DoD Adopting Activity at DLA Land and 
Maritime, ATTN: VAI, 3990 East Broad Street, Columbus, OH 43218-3990 or FluidFlow@ dla.mil. This 
document may be obtained from http://www.astm.org or from the ASTM Headquarters, 100 Barr Harbor 
Drive, PO Box C700, West Conshohocken, PA, 19428-2959 | USA. 

ASTM-A513/A513M-15 supersedes QQ-T-00825 (in part), and QQ-T-830A (in part). Also see ASTM 
A512 and ASTM A519. 

Note that ASTM A513/A513M-15 is referenced by 17 (seventeen) DoD documents, for which the 
Preparing Activities are Army - AR, AT, AV, CT, GL, Navy - SH and DLA – CC and IS. 

CONCLUDING MATERIAL 

Custodians: Preparing activity: 
Army – MR DLA - CC 
Navy - SH 
Air Force - 99 (Project 4710-2017-005) 
DLA – CC 

Review activities: 
Army – AR, AT, AV, CR4, CT, GL, MI 
Navy – OS, YD 
Air Force – 71 
DLA - IS 

NOTE: The activities listed above were interested in this document as of the date of this document. Since 
organizations and responsibilities can change, you should verify the currency of the information above 
using the ASSIST Online database at https://assist.dla.mil. 
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