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MILITARY SPECrFIOATION 

CONNECTORS, HOSE, QUICK-DISCONNECT., ANTI 11G11 SUIT 

This specification has been approved by the Department 
of the Air Force and by the Bureau of Naval Weapons. 

1. SCOPE 

l.l Scope,- This specit'ioation o-overs male and female quick-acting connectors 
for anti ng11 suit hose. 

l.2 Classification.- The connectors are classified as: 

Male connector MS22011 
Female connector AN6532 

2, APPLICABLE DOCUMENTS 

2,l The following documents, of the issue in effect on date of invitation for 
bids or request for prop0sal, form a part of this specification to the extent speci­
fied herein: 

SPECIFICATIONS 

Militap: 

MIL-P-ll6 Preservation, Methods of 
MIL-P-7936 Parts and Equipment, Aeronautical, 

Preparation for Delivery 

STANDARDS 

Military 

MIL-STD-105 Sampling Procedures and Tables £or 
Inspection by Attributes 

MIL-STD-1;,0 Identification Marking of US Military Property
MIL-STD-8,31 Test Rep0rts, Preparation of 
MS220ll Connector - Hose, Quick-Disco1mect., }la.le,

Anti 11G11 Suit 

Air Force-Nan Aeronautical 

AN6532 Connector, Hose., Quick•D:i:sconnact:, Fewi.J.e., 
.Anti 11G11 Suit 
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(Co~•• of 1peoitioations, standa:l'da, drawings 1 and publications required by 
supplier, in connection with specific procurement £unctions should be obtained from 
the procuring activit7 or as directed by the contracting officer.) 

3. REQUIREMENTS 

3.1 [!•production inspection.- Preproduction :l.ntpection shall be performed as 
epeoUied. 4.3. 

,.2 Materials.- The materiala ahall be as specified on MS220ll. When materials 
are 1111d that are not epec1ticall:y deoignuted, th97 shall be entirelJ suitable tor the 
PUJ'PO•• intended. 

3,3 Desisn and construction.- The cormectore shall be deeigned and oon■tl"Ucted 
in acoo:rdanoe with AN6S;32 or M8220ll u epecii'ied in the contract or order (,ee 6.2). 
The oonnectors sha1l ba designed. to i,ermit oonneotirlg the MS22011 oonneotor to the 
AN6532 oonneoto:r bf inserting the MS220ll connector into the .AN6S32 connector. 

,.4 Pertormance.-

,.4.1 High temperature ex:poauH (160° P).- 'rhe oonnectore 1hall paH the test 
specified in 4.6,3, 

.'.h4,2 Low temperature exposure (-85° F).- Th• oonn1gto:r1 shall pue the teet 
specified. in 4.6.4. 

3.4.3 Connection. disconnection force.- The foroe required to coMect the 
MS220ll comector to the AN6532 connector 11h&ll not be more than 20 poW'lde. Th& for~ 
required to diaoonneot the MS220ll ooMector from the AN6S32 connector ehall not be 
lees than; poW'lde nor more than 20 pounds, 

3,4,4 Leakage... The connectors shall not leak when subjected to an internal 
p:reseure of 4o psig during the test 1pecUied in 4.6.6, 

3.5 Finieh,- 'l'ho oormeotora ehall be t:iniahed aa ,pecifi•d on the applicable
standard, Protective treatment that will crack, chip, or scale with age or exposure 
to arrr atmospheric condition, shall not be w,ed.. 

3.6 Identitioation of product,- Th• toll.owing :l.ntormation •hall be logibl,7
ma:rktd on the ale and female connector, in aooo:rdanoe with MIL-STD-JJO: 

MS or AN Part No,
Manufacturer•• name or trademark 

3.7 Worme"ship.- The cormectora shall be constructed in accordance with good
commercial practice. They shall be free from any defeot that might a.tfect appearance,
funotionability,or acid resistance. The connector 1hall be clean anc dry, free from 
oil., grease., and other foreign matter. 



MIL-C-7942B(ASG) 
4, QUALITY ASSURANCE PROVISIONS 

4.1 Responsibility for inspection.- Unless otherwise specified in the contract 
or purchase order, the supplier is responsible for the performance of all inspection 
requirements as specified herein. Except as otherwise specified, the supplier may 
utilize his own facilities or axry commercial laboratory acceptable to the Government. 
The Government reserves the right to perform any of the inspections set forth in the 
specification where such inspections are deemed necessary to assure supplies anct serv­
ices conform to prescribed requirements. 

4,2 Classification of inspection.- The examination and testing of the cormeotors 
are classified as: 

(a) Preproduction inspection: Preproduction inspection is the 
ex.a.mi.nation and testing after award of contract of sample 
connectors to determine if production line connectors conform 
to requirements specified herein, 

(b) Quality conformance inspection: Quality conformance inspection
is the examination and testing of individual connectors and samples 
from inspection lots to determine if the individual connectors and 
the lot of connectors conform to the requirements specified herein. 

4,3 Preproduction inspection,- Preproduction inspection shall consist of per­
forming all the examinations and tests specified herein. 

4,3,l Preproduction samples.- .Preproduction samples shall consist of three 
connectors of each AN or MS part number specified in the contract or order. The 
samples shall be representative of theconetruotion, componente, materialeJ and work­
manship used during production, When a contractor is in continuous production of these 
connectors from contract to contract, submission of a further preproduction sample on 
a new contract may be waived at the discretion o! the procuring activity, Approval of 
the preproduction samples or waiving preproduction inspection does not preclude the 
requirements to perform quality conformance inspection. When preproduction inspection 
is performed by the supplier, the tested samples and test report specified in 4,3,2 
shall be ~orwarded as specified in the contract or order, When the performance of pre­
production inspection is the responsibility of the procuring activity, the samples shall 
be forwarded as specified in the contract or order {see 6,2), 

4,3,2 Preproduction inspection report,- When the preproduction inspection is 
performed by the supplier, a preproduction inspection report shall be prepared in 
accordance with MIL-STD-831. Three copies of the report shall be forwarded -with the 
tested samples specified in 4,3,1, 

4,4 Quality conformance inspection,- Quality conformance inspection shall consist 
of performing examinations and tests on individual and sample connectors as specified 
in table I. Acceptance or rejection shall be in accordance with MIL-STD-105 under the 
criteria specified in table I, 

4,4,1 Inspection lot.-

4.4.1,1 Connectors.- An inspection lot shall consist of connectors having the 
same AN or MS part number that were manufactured under the aame oondition,from the same 
material, and offered for inspection at one time. 
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4.4.1,2 Preparation for delivery.- An inspection lot shall consist of shipping
containers required to paokage a lot of oonneotors defined in 4.4.1.1 that have been 
prepared for shipment under the same conditions and from the same material. 

TABLE I, Quality oonformanoe inepeotion, sample si121e, and a.ooeptanoe criteria 

Ins"Oection 
Method 

tiar, No, 
Sample 
size 

Acceptance 
criteria 

Examination of 
product 

4.6.1 Critical defects: 
Every connector. 

Minor defects: 
Inspection level 

II 

Critical defects: 
Reject all defective 

connectors. 
Minor defects: 

Acceptab1e quality level 
(AQL) 2,5 defects per
100 units 

Examination of 
dimensions 

4,6.2 y Inspection level 
S-l 

Acceptance number (Ao) - Zero 
Rejection nUniber (Re) - One 

Connection, dis-
connection force 

4,6,5 Y Inspection level 
S-1 

Ao - Zero 
Re - One 

Leakage 4,6.6 y Inspection level 
S-l 

Ac - Zero 
Re - One 

·Preparation for 
delivery 

4,6,7 Inspection level 
S-2 

AQL 4,0 percent defective 

l/ The sample eize shall be based only on the applicable sample size code letters 
corresponding to the specified inspection level of MIL-STD-105, 

4~4,2 Sampling.- Samples shall be selected in accordance with MIL-STD-105, 
The sample eize ehall be as epeoified in table I. A unit 0£ sample 0£ the connector 
shall l;)e one connector assembly, A unit of sample of preparation.to,:,delivery shall 
be one shippins container containing connectors that have been prepared for delivery, 
except the shipping container need not be sealed, 

4,$ Inspection conditions, atmospheric,- Unless otherwise specified, tests shall 
be conducted at local ambient temperature and barometric preHure. The temperat:ure and 
barometric pressure shall be recorded at the time of inspection, This information 
shall be available £or computation of test data, where re~uired, to normal temperature 
and pressure (NTP) conditions, NTP conditions are 29,92 inches of mercury and 70° F, 

4,6 Inspection methods,-

4,6,1 Examination of product.- The connectors shall be examined to determine 
conforms.nee to this specification and the applicable standard and to determine the 
existence of any defects listed in table II, 

4.6,2 Examination of dimensions,- The connectors shall be examined to determine 
if dimensions are as specified. Any dimensions not within tolerance shall be con­
sidered a defect. 

4,6,3 High temperature exposure,- The connector shall be placed in a chamber 
and heated to a temperature of +160° For higher. The connector shall be maintained 
at this temperature for 3 hours and then allowed to cool to room temperature. The 
connector shall then be subjected to the tests epeoified in 4,6,; and 4,6,6. 
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TABIB II, Classification of defects for visual examination of the connectors 

l, 

2, 

Critical 
Material imperfections - foreign 
matter embedded 

Surface - unclean, rough, mis-
aligned, or containing cracks, 
nicks, or other flaws 

201, 
Minor 

Marking - missing, insufficient, 
incorrect, illegible, or not 
permanent, 

J. Any component missing, malformed, 
fractured, or otherwise damaged 

4, Any component loose or otherwise 
not securely retained 

5, Incorrect assembling or improper 
positioning of components 

6. Any functioning part that works 
with difficulty 

7, Faulty workmanship or other 
irre£Zularities 

4,6,4 Low-temperature e:x:posure.- The connector shall be placed in a chamber and 
cooled to a temperature 0£ -65° For lower, The connector ehall be maintained at this 
temperature for·3 hours and then subjected to the tests specified in 4,6,5 and 4,6,6. 

4,6,5 Connection, disconnection force.- The AN6532 connector shall be held in a 
fixed position to enable connecting each MS22011 connector, The dust cap of the AN65J2 
connector shall be held open to avoid interference with the MS220ll connector. The 
MS22011 connector shall be placed against the AN6532 connector in a connecting position 
a.nd a connecting force applied to the MS22011 connector, The resultant force shall act 
along the longitudinal axis of the MD22011 connector, The force shall be increa~ed and 
continuously measured until connection occurs, The magnitude of the force at the time 
of connection shall be recorded, After connection, the direction of the force shall be 
reversed with the resultant acting along the longitudinal ax:i.s of MS220ll connector 
away from the AN6532 connector, The force shall be increased e.nd continuously measured 
until disconnection occurs, The magnitude of the force at disconnection shall be 
recorded. 

4, 6. 6 Leakage,- l'he ./I.N6,-,2 connector and the MS220ll connector shall be con­
nected, and the open end of either connector sealed to retain at least 40 psig gas 
pressure. The open end of the other connector shall be connected to a source of air 
pressure with a gage or mercury manometer connected to indicate the internal gas pres­
sure or the connectors. The connectors shall be submerged in wate1· and a pre55ure of 
40 peig applied to the connector~ and maintained for at lea.et 60 seconds, During sub­
mersion, the connectors shall be examined for ascending air bubbles, Ascending air 
bubbles at the end of 60 seconds or separation of the connectors shall be cause for 
reject:i.on. 
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4.6.7 Examination of preparation for delivery,- The ehipping containers and the 
oontents shall be examined to determine if the preservation, paoka.ging, paokine, and 
marking conforms to the speoifiedleveis and for existence of defects listed in table 
III, 

TABLE III, List of defects for preparation for delivery 

Item Defects 
Exterior and interior 

markings 

Paokasine; and paoking
materie.le 

Exterior and interior 
weishl or content 

Workmanship 

Missing, incorrect, incomplete, illegible; of 
improper size, location, sequence: or method of 
application; markinge not the same on the interior 
and exterior oontainere. 

Any nonconforming oomponentJ any oomponent mieeins, 
damaged, or otherwise detective, 

Number per container ie more or less than required; 
gross or net weight exoeeds the requirements. 

Inadequate application of the components such as 
incomplete closure of the unit package, intermedi-
ate package, container flaps, loose strappings, 
etc.: bul2in2 or distortion of the containers, 

5, PREPARATION FOR DELIVERY 

5,l Preservation. packaging, packing, and marking,- The connectors shall be 
prepared for delivery in aooordanoe with MIL-P-7936 at the level epeoified in the 
contract or order. Preservation shall be in accordance with Method IA of MIL-P-116. 

6, NOTES 

6,l Intended use,- The quiok-aotins hose conneotion covered by this specifioa­
tion are intended for use with the pneumatically inflated equipment of anti 11i" suits, 

6,2 Ordering data,- Procurement documents should specify: 

Number, date, and title of this specification. 
AN or MS part number including the dash number of 

connector required (see 1,2).
Whether preproduction inspection is re~uired (see 4.3.l)
When the procuring activity is responsible for the 

performance 0£ preproduction inspection, instructions 
for shipping samples for testing (see 4,l and 4,3,1).

(e) When the supplier is responsible for performing preproduction 
inspeotion, instructions for shippins tested samples and 
inspection reports (eee 4,3,l and 4,3,2).

(1') Required level of preparation for delivery (see 5,1), 
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6,3 Government furnished propert7.- When procurement 1a for on~ the AN6S32 
-or MS220ll connector, the procuring actiYit7 will furnish the supplier with the 
mating connector for test purposes, 

Cuatodiana: Preparing activit;p 
Navy - WP Air Force - (11) 
Air Force - (ll) 

Reviewer activities: 
Navy - WP 
Air Force - (11), (69) 
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