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INCH-POUND 
MIL-DTL-11996/1A 
28 August 2015 
SUPERSEDING 
MIL-H-11996/1 
28 October 1980 

DETAIL SPECIFICATION SHEET 

HANDSET, H-60( )/PT 

Inactive for new design after March 30, 1999 

This specification is approved for use by all Departments 
and Agencies of the Department of Defense. 

The complete requirements for procuring the handset described herein shall consist of this document 
and the latest issue in effect of specification MIL-DTL-11996. 

NOTES: 
1. Dimensions are in inches. 
2. Metric equivalents are given for general information only and are based upon 1.00 inch = 25.4 

mm. 

FIGURE 1.  Handset, H-60(  )/PT, assembly. 

AMSC N/A FSC 5965 



 

 
 

 
  
 
  
 
    
    
    
    
     
 
    
 

  
 

 
 
 

 
 
 

 
 
 

  
         
        
    
      
  

  
    
     
 

  
  

  
 

MIL-DTL-11996/1A 

REQUIREMENTS: 

Dimensions and configurations:  See figure and SM-B-207906. 

Handset:  H-60( )/PT includes the following: 

Handset assembly: SM-D-207907. 
Switch: SA-129(  )/PT, SC-DL-207960. 
Transmitter: MIL-DTL-11996. 
Receiver: MIL-DTL-11996. 
Cord or cordage: CX-2151(  )/U, SC-DL-19832. 

Part or Identifying Number (PIN):  H-60( )/PT. 

Referenced documents.  In addition to MIL-DTL-11996, this document references the following: 

SM-B-207906 
SM-D-207907 
SC-DL-207960 
SC-DL-19832 

CONCLUDING MATERIAL 

Custodians: Preparing activity: 
Army – CR DLA - CC 
Navy - EC 
Air Force – 85 
DLA- - CC (Project 5965-2015-014) 

Review activities: 
Army - MI 
Air Force - 99 

NOTE:  The activities listed above were interested in this document as of the date of this document. 
Since organizations and responsibilities can change, you should verify the currency of the information 
above using the ASSIST Online database at https://assist.dla.mil. 

https://assist.dla.mil/

