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CABLE, RADIO FREQUENCY, FLEXIBLE, COAXIAL, 
185 OHMS, Ml7/47-RG114 

THIS CABLE Os£s PYC MATERIAL AND IS NOT! 
TO BE USED IN AEROSPACE APPLICATIONS. 

INOTE: THE AIR FORCE HAS RESTRICTED THE USE OF PVC IN I 
!AEROSPACE AND GROUND SUPPORT APPLICATIONS. CABLES I 
IWITH PVC JACKETING SHALL BE USED FOR RETROFIT PURPOSES! 
IONLY UNTIL AN ALTERNATE JACKET IS APPROVED. I 

This amendment forms a part of Military Specification Sheet 
MIL-C-17/47C, dated 18 July 1985, and is approved for use by
all Departments and Agencies of the Department of Defense. 

PAGE 4 

Capacitance: Delete •6.8 pF per foot, maximumM and substitute •1.2 pF per foot, 
maximum•. 

Custodians: Preparing activity:
Army· CR Army · CR 
Navy · EC 
Air Force - 85 Agent: 

DLA · ES 
Review activities: 

Army - Ml (Project 6145-1105)
Navy· SH, TD 
Air Force. 11, 17, 99 
OLA . ES, IS 

User activities: 
Army - AR, AT, ME 
Navy· AS, MC, OS 
Air Force. 19 
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