
MIL-C-17/64B
AMENDMENT 3 
24 MAY 1982 

SUPERSEDING 
AMENDMENT 2 
17 Apri 1 1981 

MILITARY SPECIFICATION SHEET 

CABLES, RADIO FREQUENCY, FLEXIBLE COAXIAL, 75 OHMS,
M17/64-RG164, UNARMORED, Ml7/64-RG35, ARMORED 

This a ■end■ent forms a part of Military Specification Sheet 
MIL-C-17/648, dated 24 April 1978, and is approved for use by
all Departments and Agencies of the Depart ■ent of Defense. 
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* REQUIREMENTS, Environmental and mechanical, Adhesion of conductors, Inner conductor 
to core: Delete •4 pounds, minimum; 30 pounds, ■ axi ■ um• and substitute •7 pounds,
minimum; 100 pounds, maxi ■ um.• 

* REQUIREMENTS, Environmental and ■echanfcal, Df ■ensional stability tP.st: For Inner 
conductor fro ■ core, delete •0.062• and substitute •0.200•. For Inner conductor 
from jacket. delete •0.125• and substitute •o.400N. 

REOUIRF.MENTS, Electrical, Capacitance: Delete •20 pF per foot, ■ axi ■ um• and 
subs~ftute •22 pF per foot, maximum.• 

NOTE: The margin of thfi amendment fs marked with an asterisk to indicate where 
changes frc ■ the previous ame~d•ent were made. This was done as a convenience 
only and the 6overnment assumes no liability whatsoever for any inaccuracies in 
these notations. -Bidders and contractors are cautioned to evaluate the 
requirements of thfs document based on the entire content irrespective of the 
marginal notations and relationship to the last previous amendment. 
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