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MIL-DTL-17813/9

REQUIREMENTS:
Design and construction:

Dimensions and configuration: See figure 1.
Construction: Gimbal expansion joints shall be formed by one of the methods described in the
EJMA Standards. Gimbal expansion joints shall be constructed with two hinged plate assemblies
arranged perpendicular to each other and attached to a common floating gimbal ring. The
pin/plate/gimbal construction shall permit angular rotation, in multiple planes, of the pipe sections
with respect to one another (see figure 1).
The classification of the expansion joints covered under this specification sheet are as follows:

Typel - shall have corrugated bellows.

Class 7 - shall have a gimbaled construction.

Materials and finishes.
Materials and finishes for the bellows and flanges shall be in accordance with MIL-DTL-17813.

The Part or Identifying Number (PIN) consists of the letters M, the basic specification number,
specification sheet number, size, type, class, pressure rating, and end connection.

M 17813 /9 - 3 - 1 -7-150 -W
End connection (F for flange ends, W for weld
ends, and V for Vanstone ends)

Pressure rating
Class
Type
Size

Specification sheet number

Specification number

M prefix

PIN example: M17813/9-3-1-7-150-W
Referenced documents. In addition to MIL-DTL-17813, this document references the following:

ASME B16.5
EJMA Standards



MIL-DTL-17813/9

CONCLUDING MATERIAL

Custodians: Preparing activity:
Army - AT DLA-CC
Navy - SH
Air Force - 99 (Project 4730-2009-107)
DLA-CC

Review activities:
Army - CE
Navy — MC, SA
Air Force - 71

NOTE: The activities listed above were interested in this document as of the date of this document.
Since organizations and responsibilities can change, you should verify the currency of the information
above using the ASSIST Online database at http://assist.daps.dla.mil.
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