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MILITARY SPECIFICATICN
SWITCHES, MULTISTATICN, PUSHBUTTON,
(ILLUMINATED AND NON-ILLUMINATED),

GENERAL SPECIFICATION FOR

This supplement forms a part of Military Specification MIT-S5-24317,
dated 15 March 1968, and is approved for use by all Departments

and Agencies of the Department of Defense.

Specification sheets

MIL-S-24317/1 ~ Switches, Miultistation, Pushbutton, (Illuminated,
Double Row), Style SMD1

MIT-S-24317/2 = Switches, Multistation, Pushbutton, (I1luminated,
Double Row), Style SMO2

MIL-S-24317/3 - Switches, Multistation, Pushbutton, (Illuminated,

: Four Row), Style SMD3

MI1-S-24317/4 - Switches, Multistation, Pushbutton, (I1luminated,
Single Row), Style SMD4

MI1-S-24317/5 - Switches, Multistation, Pushbutton, (Illuminated,
Single Row), Style SMD5

MI1-S-24317/6 - Switches, Multistation, Pushbutton, (Illuminated,

Three Row), Style SMX6

MIT-S-24317/8(EC)~ Switches, Multistation, Push Button, (Illuminated
Matrix Arrangement) RFI Shielded, Moisture
Sealed, High Impact Shock, Style SMD7

Preparing activity:
NAVY - EC

FSC 5930



