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DETAIL SPECIFICATION SHEET
CONNECTOR, RECEPTACLE, SIX PIN AUDIO, CRIMP SLEEVE
SPRING TERMINALS, WIRE STRAIN RELIEF, U-228 TYPE

This specification is approved for use by all Departments
and Agencies of the Department of Defense.

The requirements for acquiring the product described herein shall consist of this specification sheet and
MIL-DTL-55116.
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NOTES:
1. Dimensions are in inches.
2. Stamp or etch 1/16 gothic characters in accordance with MIL-STD-13231, group 1.

FIGURE 1. Connector, receptacle, six pin audio, U-228 type.

AMSC N/A
DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.
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FIGURE 1. Connector, receptacle, six pin audio, U-228 type - Continued.
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FIGURE 1. Connector, receptacle, six pin audio, U-228 type - Continued.
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Design and configurations: See figure 1.
Part or Identifying Number (PIN): M55116/12-X

Cable size designator (0 thru 5) in accordance
with table | in MIL-DTL-55116.

Amendment notations. The margins of this specification are marked with vertical lines to indicate
modifications generated by this amendment. This was done as a convenience only and the Government
assumes no liability whatsoever for any inaccuracies in these notations. Bidders and contractors are
cautioned to evaluate the requirements of this document based on the entire content irrespective of the
marginal notations.

Reference documents. In addition to MIL-DTL-55116, this document references the following:

MIL-STD-13231

CONCLUDING MATERIAL

Custodians: Preparing activity:
Army - CR DLA-CC
DLA-CC

(Project 5935-2025-074)
Review activity:
Army — Ml

NOTE: The activities listed above were interested in this document as of the date of this document.
Since organizations and responsibilities can change, you should verify the currency of the information
above using ASSIST Online database at https://assist.dla.mil.
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