INCH-POUND

MIL-DTL-83734/18
7 April, 2000

DETAIL SPECIFICATION SHEET

SOCKETS, PLUG-IN ELECTRONIC COMPONENTS,
LOW PROFILE, (FOR 6 PIN DUAL-IN-LINE PACKAGES)

This specification is approved for use by all Departments and Agencies of the Department of Defense.

The requirements for acquiring the product described herein shall consist of this specification and MIL-DTL-83734.
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CONFIGURATION 1
(SOLID BODY WITHOUT MOUNTING HOLE)

FIGURE 1. Dimensions and configuration.
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DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.
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CONFIGURATION 3
(SOLID BODY WITH MOUNTING HOLE)

Inches mm Inches mm
.003 0.08 112 2.84
.005 0.13 132 3.35
.010 0.25 .138 3.51
.025 0.63 .150 3.81
.030 0.76 178 4,52
.083 211 .188 4.78
.088 2.16 .200 5.08
.098 2.49 .245 6.22
.100 2.54 .300 7.62
.110 2.79 .350 8.89

.400 10.16

NOTES:

1. Dimensions are in inches.

2. Metric equivalents are given for general information only.

3. Unless otherwise specified tolerances are +.005 (0.13 mm) inch for three place decimals and +.01 (0.3 mm) inch for two place
decimals.

4.  Arecess to be provided to fully enclose the head or nut of the fastener below the surface of the socket.

5.  PWB hole size .035 +.003 inch (0.89 +0.08 mm) solder termination.

6. Devices shall accept flat leads .008 (0.20 mm) inch to .015 inch (0.38 mm) thick by .015 inch (0.38 mm) to .021 inch (0.53 mm)
wide. The values for mating forces are based upon the use of standard leads .011 + .002 inch (0.28 +0.05 mm) thick by .018
+.002 inch (0.46 £0.05 mm) wide. The length of the lead accepted by the device shall be .150 inch (3.81 mm). Contact shall be
made at or before reaching a depth of .100 inch (2.54 mm).

7. Avisual polarization index shall be provided in the first quadrant. If the visual index overlaps into the fourth quadrant, it shall be
adjacent to or clockwise from contact number one.

8. ltis desirable that the socket face shall be relieved to facilitate removal of the integrated circuit.

9. Standoffs are either an integral part of the insulator or leads, design optional.

10. All dimensions of configuration 1 are applicable to configuration 3.

FIGURE 1. Dimensions and configurations — Continued.
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