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I MAY 1961 

MILITARY SPECIFICATION 

MICROPHONE, DYNAMIC M-96(*)/ A 

This specification has been approved by the 
Bureau of Naval Weapons, Department of the Navy. 

1. SCOPE 

1.1 Scope - This specification covers one type of boom-suspended micro-
phone designated Microphone, Dynamic M-96_.l.A, for use in MWtary equipment. 

1. 2 Classlflcatlon - 'lbe Microphone, Dynamic M-96/ A shall be of one type 
and shall consist of the following Items: 

Items Appl. Para. 

Microphone Element, Dynamic M-95(*)/UR 3.4.1.3.1 

Boom Assembfy s. 4. 1. 3. 2 

When a complete Dynamic Microphone ls not required, any one item 
or combination of items may be procured accordingly as specified in the 
procurement document. (See 6. 3) 

2. APPLICABLE DOCUMENTS 

2. 1 General - The following documents of the issue in effect on the date of 
invitation for bids, form a part of this specification to the extent specified herein: 

SPECIFICATIONS 

Military 

MIL-P-642 Plugs, Telephone 

MIL-E-5272 Environmental Testing, Aeronautical 
and Associated Equipment, General 
Speclflcation for 

MIL-E-5400 Electronic Equipment, Aircraft, 
General Specification for 

MIL-C-10392 Cables, Special Purpose, Electrical 
(mtnrature) 

MIL-P-17555 Preparation for Delivery of Electronic, 
Electrical, and Electro-Mechanical 
Equipment and Associated Repair- Parts 

) FSC 5965\ 
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MIL-N-18307 Nomenclature and Nameplates for 
Aeronautical Electronic and 
Associated Equipment 

Availability of Documents2.2 

(1) When requesting specifications, standards, drawings, and 
publications refer to both title and number. Copies of this 
specification and applicable specifications required by con­
tractors in connection with specific procurement fwlctions 
may be obtained upon application to the Commanding 
Officer, Naval Supply Depot, Code CDS, 6801 Tabor Avenue, 
Philadelphia 20, Pennsylvania. 

3, REQUIREMENTS 

3. 1 Qualification - The microphones furnished wider this specification 
shall be a product which has been tested and has passed the qualification tests specified herein, 
and has been listed on or approved for listing on the applicable qualifl.ed products list. 

3. 2 Parts and Materials - In the selection of parts and materials, fulfill-
ment of major design objectives shall be the prime consideration. In so doing the following 
shall govern: 

(1) Parts and materials requirements shall conform to Specification 
MIL-E-5400. 

(2) Nonrepairable subassemblies, as outlined in Specification 
MIL-E-5400, shall be used when practicable, The general 
size of the subas!,lembly, and the amount of circwtry to be 
included therein shall be approved by the procuring activity. 
Nonrepairable subassemblies must be reliable. A mean­
time-to failure of more than 5000 hours should be the goal 
of each. 

(3) When previously produced models of this equipment did not 
use nonrepairable subassemblies, the design shall not be 
changed to employ nonrepairable assemblies without the 
approval of the procuring-activity. 

3. 2, 1 Nonstandard Parts and Material ~proval - Approval for the use of 
nonstandard parts and materials shall be obtained as out ed in Specification MIL-E-5400. 

3. 3 Design and Construction 

3. 3, 1 General - The equipment shall conform with all the applicable require-
ments of Specification MIL-E-6400 for design, construction and workmanship, unless otherwise 
specified herein. 

3. 3. 2 Service Conditions - The microphone shall operate satisfactorily under 
any of the environmental and mechanical service conditions or reasonable combination of these 
conditions as specified in Specification MIL-E-5400 for Class I equipment, except as modified 
herein: 

3. 3. 2.1 Altitude -Operation at altitudes in excess of 15,000 feet is not required. 
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3. 3. 3 Standard Conditions - The following conditions shall be used as a basis 
to establish normal performance requirements and for makl.ng laboratory bench tests on the 
microphone: 

Temperature Room ambient 30°C (± 10°C) 

Altitude Normal growid 

Vibration None 

Humidity Room ambient up to 90% relative 
humidity 

3. 3.4 Total Weight - The weight of the microphone M-96/A shall not be 
greater than 3. 5 owices. 

3. 3. 5 Interchangeability - The equipment shall meet the interchangeabWty 
requirements as defined in Specification MIL-E-6400. 

3. 3. 6 Operational Stability - The microphone shall operate with optimum 
performance for 600 hours, continuously or intermittenily. 

3. 3. 7 Operating Life 

3. 3. 7. 1 Reliable Operating Life - The microphone shall have a reliable operating 
life of at least 1000 hours without removal for bench servicing. Parts requiring servicing or 
replacement at the end of this interval to renew this service life shall be specified by the 
manufacturer. 

3. 3. 7. 2 Total Operating Life - The microphone shall have a minimum total 
operating life of 5000 hours with reasonable servicing and replacement of parts. Parts 
requiring replacement within this interval and the life of such parts shall be specified by the 
manufacturer. 

3. 3. 8 Nomenclature and Nameplates - Nomenclature assignment and name-
plate approval for equipment 1dentlficatlon shalr6e in accordance with the requirements of 
Specification MIL-N-18307. 

3. 3. 8. 1 Marking - Each microphone shall be permanently and legibly marked 
as shown in Figure 1. The manufacturer's trade mark may be added if desired. 

3. 3. 9 Provisions for Maintenance and Fiefq Testing - Provision for 
maintenance and field testing shall be as specified in Specification Mn..-E-5400. 

3. 3. 10 Insulating and Housing Materials - Insulating and housing materials 
shall comply with the following requirements, as applicable. 

3. 3.10.1 Molded Plastic-Material - Molded plastic-material shall be of such 
character and quality that it will withstand all service conditions, including test conditions 
ouilined in Section 4 of this specification, without evidence of affecting the performance 
requirements of the microphone. 

3. 3.10. 2 Insulatinlmd Impregnating Compounds - All such compounds including 
varnishes, waxes and the like, s be suitable in every respect for each particular application. 
Under all service conditions including test conditions ouilined in Section 4 of this specification. 
the compound shall adequately preserve the dielectric strength of the insulation to which it is 
applied. A compowid shall not, either in the state of its original application or as a result of 
aging wider service conditions, show any injurious effect upon the insulation it is designed to 
protect, and shall not cause corrosion or deterioration of adjacent metal or plastic parts. 
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3. 3. 10. 3 Cementing Compounds - Any cementing compound used in the con-
struction of the microphone shall be of such a character and quality that it will withstand all 
service conditions including test conditions outlined in Section 4 of this specification without 
evidence of loosening or otherwise affecting the performance requirements of the microphone. 

3. 3.11 Cleaning and Finishing of Metal Parts 

3. 3, 11.1 Cleanin~ - Where cleaning operations on metal parts are not specified 
in detail, they shall be in accor ance with the best suitable commercial practice. 

3. 3.11. 2 Non-Ferrous Metals and Alloys - Copper, Brass, Bronze, Beryllium-
Copper and other similar materials shall be plated or otherwise·su1tal>ry' finished or enclosed 
to provide protection against corrosion and deterioration. The kind ofplating or finish applied 
shall depend upon the characteristics of the individual part and its use in the microphone. The 
plating or finish used for each individual part shall be such as to provide good appearance, 
corrosion and deterioration resistance, and long life for that part. Various problems such as 
soldering, fitting, assembly, reaction with adjacent parts and the like, must be considered in 
the selection of the plating or firush. 

3. 3. 11. 3 Soldering Flux - Only resin, or resin and alcohol, may be used as a 
fiux in the assembly of thls equipment or any part thereof, except that an acid fiux may be used 
on all-metal, non-electrical subassemblies provided that they are thoroughly and completely 
cleaned of all traces of the acid immediately after the soldering operation has been completed. 

3. 4 Detail Requirements - The design and assembly of the microphone 
shall be such that the microphone is inherently stable as to mechanical and electrical 
characteristics. The detailed mechanical and electrical design of the microphones shall be 
accomplished by the contractor, subject to the requirements of this specification. The 
requirements are detailed herein only to the extent considered necessary to obtain the 
desired mechanical and electrical characteristics and performance, and permanence of the 
same. 

3, 4. 1 Microphone, Dynamic M-96/ A - The microphone assembly shall meet 
the following requirements: 

3, 4.1.1 Function - The microphone shall convert normal speech input to 
electrical signals suitable for connecb.on, via a preamplifier, into the speech amplifiers, 
and/or modulators of radioor audio equipment. The microphone shall discriminate in 
favor of the spee~h signals and against ambient noise. A low output level, characteristic 
of dynamic microphones, requires a suitable preamplifier to raise the level_fo that available 
from a carbon microphone. This amplifier is normally supplied in the aircraft. 

3.4.1.2 
shown in Figure 1. 

Form Factor - The microphone shall have the general coniiguration 

3, 4.1. 3 
the following: 

Contents - The M-96/A microphone shall be an assembly composed of 

(1) Microphone Elements, Dynamic M-95/UR 

(2) Boom Assembly, Consisting of 

(a) Boom 

(b) Cord and Cormectors 
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3. 4.1. 3.1 Micro one Elements, D le M-95/UR - 'Ihe M-95/UR shall be 
individually interchangea ~ w componen s previou y man ac ured and shall be compatiblt 
with the required preamplifier. The M-95/UR shall be a dynamic transdur.er hous1:1d in a 
plastic case and shall meet the interchangeability requirements of J_pec!Ucation MIL-E-5400. 
The combination of the M-95/UR and the external preamplifier shall provide the performance 
specified in paragraphs 3, 5 to 3, 5,l.5Jncfiisive. 

3.4.1. 3. 2 Boom Assembly - The Boom Assembly shall consist of a breakaway wfre 
boom with cord and connectors as follows: 

3. 4.1. 3. 2. 1 Boom - The Boom shall be a breakaway type having dimensions and 
details shown in Figurer.--

3. 4.1. 3. 2. 2 Cord and Connectors - The cord (Figure 2) shall be compatible with 
the boom (Figure 1) and shall have two conductors of type WD-27/U 1n accordance with 
Spec1ficatfon-MIL-C-10392. The cord shall be terminated on one end with a connector-A. which 
may be molded to the cor~ that is compatible with the receptacle of the M-95/UR. This 
connector shall be locked in with set screws prcwided with the M-95/UR microphone element. 
The other end of the cord shall be terminated with a pJ:.292 in accordance with Specification 
Mll..-P-642, or equivalent such as U-173/U. 

3, 4. 2 Accessories - The microphone shall operate with the following accessoryt 
However, the accessory shall not be supplied as part of the equipment. 

3.4. 2.1 Interconnecting Box J-1013/AIC - The microphone shall be capable of 
operation with the transistorized microphone amplifier contained in the Interconnecting Box 
J-1013/AIC, or equivalent. 

3.5 Performance 

3. 6.1 General - Unless otherwise specified, values set forth to establish the 
requirements for _@!l,tisfactory performance apply to performance under both standard and 
extreme service conditions. When reduced performance under the extreme conditions is 
acceptable, tolerances or values setting forth acceptable variations from the performance under 
the standard conditions will be specified, 

3. 5. 2 Sensitivity - The audio output of the microphone when measured as 
specUied in 3. 5. 3 at a sound pressure level of 115 db above o. 0002 dyne per sq. cm. and at 
a frequency of 1000 cps, shall be 48. 5 :1: 3 db above 1 millivolt, under all standard and service 
conditions and shall not vary by more than 3 db after being subjected to any, or all, of the 
service conditions specified herein, except salt spray. At an altitude of 10,000 feet the 
sensitivity shall not fall below the sensitivity at sea level by more than 3 db. 

3. 6. 3 Frequency Res~nse - The frequency response of the microphone, when 
measured as specified in paragraph 4. ~3. S, compared to the response of 48, 5 ±3 db at moo 

_c12~. shall be within the limits shown 1n Figure 3, However, the:difference betw~n any two 
successive readings, 100 cycles apart up to 1000 cps, or 260 cps apart above 1000 cps, sball 
not exceed 2. 5 db under all standard or service conditions. The response shall fall off at a 
rate of not less than 3 db per octave below 300 cps and 6 db per octave above 4000 cps. 

3. 5. 4 Distortion - At any frequency between 300 and 4000 cps when the sound 
pressure at the face of the microphone is 115 db above 0, 0002 dyne per square centimeter, 
the harmonic distortion in the output of the microphone shall not exceed 4% under standard 
conditions or 6% after being subjected to service conditions. 
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3. s. ij Linearity - The output of the microphone shall be a linear fwictlon of 
the input sowid pressure in the range of from 80 to 125 db above 0. 0002 dyne per square 
centimeter. 

3. 5. 6 Impedance - The impedance of the microphone shall be 5 :1: 1 ohms 
between 300 to 4000 cps before preamplificatlon under standard or serVice conditions and 
shall be measured in accordance with 4. 5. 3. 4. 

3. 5. 7 Pressure Equalization - The response of the microphone at 1000 cps 
shall not vary by more than 2. 0 db from its initial response while the microphone is subjected 
to a pressure increase corresponding to a descent from an altitude of 15,000 feet (16. 7 inches 
of mercury) to sea level {30. O inches•of mercury) at a rate of 5000 feet per minute. Refer 
4. 5.t 2. 

3. 5. 8 Stray Magnetic Field - The stray magnetic field of the microphone shall 
not cause more than a 3 degree deflection of a magnetic compass when tested as reqwred by 
4. 5. 10. 

3. 5. 9 Noise Immunity Characteristic - Under standard conditions the signal-
to-noise ratio shall be at least 15. 0 db in favor of the signal, for noises of the types encowitered 
in aircraft, boats, tanks, and other vehicles when measured in accordance with 4. 5. 3. 5. 

3. 5.10 Salt Spray -The response of the microphone shall not vary by more than 
4 db from its initial response between 300 and 4000 cps after having been subjected to the salt 
spray test specified herein for 100 hours. There shall be no evidence of destrucb.ve corrosion, 
Refer 4. 5. 6. 

3, 5.11 Temperature Shock - The response of the microphone shall not vary 
more than 3 db from its initial response at any frequency between 300 and 4000 cps after being 
subjected to the temperature cycbng test specified in 4. 5. 7 and the resultant signal-to-noise 
ratio shall not be reduced by more than 2 db. 

3. 5. 12 Temperature Extremes - The response of the microphone shall not vary 
by more than 4 db from its initial response at any frequency between 300 and 4000 cps after 
being subjected to the test described in 4. 5, 5. 

3. 5. 13 Impact - The microphone shall withstand the impact test specified in 
4. 5. 11 with no resultant structural failure or other defects. The frequency response shall not 
show a change greater than 3 db from its original response at any frequency between 300 and 
4000 cps and the resultant signal-to-noise ratio shall not decrease by more than 2 db. 

3. 5. 14 Vibration - The average response of the microphone shall not change by 
more than 3 db over the 300 to 4000 cps frequency range as a result of the vibration test in 4. 5. 9. 

3. 5. 15 Humidity - The response of the microphone shall not vary by more than 
3 db from its initial response at any frequency between 300 and 4000 cps immediately after being 
subJected to the humidity cycling test specified in 4. 5. 8. 

4. QUANTITY ASSURANCE PROVISIONS 

4.1 Classification of Tests - The sampling, inspection and test of Micro-
phones, M-96/A, shall be classified as follows: 

(1) Qualification Tests -Qualification Tests are those tests 
accomplished on samples submitted for qualification as 
a satisfactory product. 
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(2) Acceptance Tests - Acceptance Tests are those tests accomplished 
on microphones manufactured and submitted for acceptance under 
contract. 

(a) Individual Tests - Individual Tests are those tests conducted 
on each microphone submitted for acceptance under the 
contract. 

(b) Sampling Tests - Sampling Tests are those test accomplished 
on a quanffiy of microphones as approved by the Bureau of 
Naval Weapons and which have previously passed Individual 
Tests. 

(3) Life Tests - Life Tests shall be conducted by the contractor at 
his plant. These tests shall be started as soon as practicable on 
an early production microphone, 

4. 2 Qualification Tests - Qualification Tests are to be made on samples 
submitted for qualifications as satisfactory_production wiits. These tests shall be conducted 
at a laboratory and under conditions satisfactory to the Bureau of Naval Weapons and shall 
consist of all the tests listed in 4. 4. Table I. Ten units shall be submitted for qualification 
tests. Modifications required as a result of these tests shall be incorporated in the microphone 
prior to resubmission for qualiflcation. Requests for authorization of qualification tests shall 
be addressed to the Bureau of Naval Wea_pons, 

4. 3 Acceptance Tests - The contractor shall furnish all samples and shall 
be responsible for accomplishing the reqU1red tests under the supervision of the cognizant 
Government Inspector. Contractors not having laboratory testing facilities satisfactory to the 
government for sampling tests shall engage the services of a commercial testing laboratory 
acceptable to the Bureau of Naval Weapons. The contractor shall furnish test reports, in 
duplicate, via the cognizant Government Inspector, showing quantitative results for all tests 
required by this specification, and signed by an authorized representative of the contractor or 
laboratory as applicable. Acceptance or approval of materiai durin_g course of manufacture 
shall in no case be construed as a guarantee of the acceptance of the finished prcduct. Accept­
ance of the finished product shall be upon a lot basis after satisfactory complebon of all required 
tests. Acceptance tests shall consist of the following tests. 

4. 3.1 Individual Tests - Each microphone submitted for acceptance shall be 
subjected to the mdividual test to determine compliance with requirements of material, work­
manship, and operational adequacy. As a mmimum, each microphone shall be subjected to the 
tests specified in Table I. 

4. 3. 2 SamrJirg Tests - Sampling tests shall be conducted on samples from 
each lot as specified in the f owing paragraph. 

4. 3. 2.1 Sampling Instructions - One microphone from the first 10 production 
microphones, thereafter two from each lot of 100, or fraction thereof, as selected by the 
cognizant Government Inspector shall be given the specified sampling tests. 

4.4 Tests Required - The microphone sample shall be subjected to the tests 
listed in Table I and any other tests deemed necessary by the Bureau of Naval Weapons or the 
cognizant Government Inspector to determme compliance of the microphone with the requirements 
of this specification. 
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T.ABLE I 

Test QualificaUon Individual Sample 
Inseection or Test Procedure Test Tests Tests 

Examination of Product 4. 5, 3.1 X X X 

Operation Test 4. 5, 3. 2 X X X 

XFrequency Response 4. 5, 3, 3 X 

Response Measurements 4. 5, 3, 3.1 X 

Impedance Measurement 4.5.3.4 X X X 

Signal-'l'o-Noise Ratio 4. 5. 3. 5 X X X 

Pressure Cycling 4.5,4,1 X 

Pressure Equal~ation 4.5,4,2 X X 

Temperature Extremes 4. 5. 5 X 

Temperature Shock 4.5.7 X X 

Salt Spray 4. 5, 6 X 

Humidity i_. 5;~ X 

Vibration 4. 5. 9 X X 

stray Magnetic Field 4. 5, 10 X X 

Impact 4. 5.11 X ,fi 

Cord Test 4. 5.12 X 

Lifj Test 4.8 X •• 
NOTES: 

• These tests shall be performed on. the sample microphone from the first 10 production 
units and on the sample units for every fifth lot. 

•• Life tests shall be made as per schedule of 4. 6. 3 and not on Individual or Sampling Test 
Basis. 

4.5 General Test Pr<>9:9dure 

.A. 5.1 Test Circuit Ap~araturr-, The test circuit apparatus shall be assembled 
and connected as shown on Figures 4 an 5 ana shall consist of the equipment described as 
follows: · 
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4. 6.1.1 Vacuum 'l\lbe Voltmeters - The vacuum tube voltmeters (VTVM) used 
in the test circuit shall nave a fiat frequency response (plus or minus 1 db) from 100 to 10,000 
cps and shall be capable of measuring voltages from 0. 001 to 10 volts root mean square (vrms). 

4. 5. 1. 2 Audio Oscillator - The audio oscillator shall have a waveform distortion 
not greater than 2%. It shall be used with a high quality amplifier capable of driving a Western 
Electric 555 speaker, or approved equivalent, ·10 a level of 120 db re O. 0002 dyne per square 
centimeter. 

4. 5.1. 3 Sound Source - The sound source shall be a Western Electric 555 
speaker, or approved equivalent. The distortion in the output of the sound source at each 
frequency shall be such that the. second harmonic ls at least 35 db, the third at least 40 db, 
and· the lourth at least 45 db below the fundamental. 

4. 5.1. 3.1 Baffle - A wooden ring shall be mounted on the front of the sound 
source, as shown on Figure 5, in a plane parallel with the face of the microphone. 

4. 5.1. 3. 2 Coupler - A brass coupler, of the dimensions shown in Figure 6 shall 
be mounted concentrically on the sound source of Fi_gure 5. 

4. 5.1. 4 ~ - The test equipment shall be mounted on a rigid base of suitable 
design. 

4. 5.1. 5 Signal-to-Noise Ratio Test Apparatus - The Signal-to-Noise Ratio Test 
Apparatus shall be similar or equal to that detailed in Figure 7 and the test circuit similar or 
equal to that shown in Figure 8. 

(1) Noise Source - By means of a suitable test apparatus and 
circuit, Figures 7 and 8, provision shall be made for the 
production of the noise spectrum, Table n, at an rms 
sound pressure of 115 db above a reference level of 0. 0002 
dyne per square centimeter as measured at the microphone 
diaphragm. The 11noise•1·source shall be a loudspeaker 
capable of producing a sound pressure of 115 db above a 
reference level of O. 0002 dyne per square centimeter at 
the rear as well as the front of the microphone and the 
loudspeaker shall be located as far away from the micro­
phone as practicable. The calibrating microphone shall 
be mounted in the test rig, in the box, 1/4 inch from the 
mouth of the signal speaker which shall be short- circuited 
during adjustments of the noise spectrum. 

(2) Signal Source - By means of the apparatus as set up previously, 
proVision shall also be made for the production of the following 
signal spectrum, Table m, at a rms sound pressure of 115 db 
above a referenced level of 0. 0002 dyne per square centimeter. 
'11le "signal" source shall be the driver unit. The calibrating 
microphone shall be positioned 1/4 lncli direcUy in front of 
the driver unit. 
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TABLE U 

NOISE SPECTRUM 

Sound pressure in db relative 
Frequency cps to sound pressure at 130 cps 

Ref. 
40 0 

70 0 

130 0 

300 -5 

600 -9 

1000 -13 

2000 -17 

3000 -19 

4000 -21 

TABLE ID 

SIGNAL SPECTRUM 

Sound pressure in db relative 
Frequency cps to sound pressure at 130 cps. 

Ref. 
130 0 

300 +7 

600 +8 

1000 +5 

2000 -3 

3000 -7 

4000 -9 
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4. 5. 2 Test C811braUon Procedure - The 'Condenser microphone shall be 
mOW1ted in the test equipment by a spring hofcllng clip which replaces C in Figure 5, (a dummy 
case and bame w1ll not be used). A 1/4 inch air gap shall separate the coupler and the con­
denf!er microphone grld. The microphone axis shall c~cide with the center llne of the mouth 
of the sound source. After having determined the electrical input to sound source required to 
yield a constant sound pressure level of 115 db re O. 0002 dyne per square centimeter, the 
condenser microooone shall be replaced by the Microphone M-96/A in the spring boldlng clip. 
The geometric center-line of the grld of the microphone shall coincide with the center-line of 
the mouth of the sound source. A 1/4 inch air gap shall separate the coupler and the grid of 
the microphone under test. 

4. 5. 3 Test Methods - Tests required by this specification shall be conducted 
in accordance with the followlng procedures: 

4. 5. S.1 Examination of Product -Each microphone shall be exam1nAd carefully 
to determine conformance with this specllicallon wlth respect to material, weight, dimensions, 
construction and workmanship. 

4. 5. S. 2 Qperational Test - Each equipment shall be operated. The period of 
operation shall be long enough to permit the equipment temperature to stabWze and to check 
sufficient characteristics and record adequate data to assure satisfactory equipment operation 
(include Impedance Measurement 4. 5. S. 4 and Response Measurement 4. 6. 3. 5). 

4. 5. 3. S Frequenc~ Response - Response measurements shall be made, between 
300 and 4000 cps, at intervals of00 cps up to 1000 cps, at intervals of 250 cps from 1000 to 
4000 cps inclusive. The output voltage. ampllf1ed, of the microphone unit, measured across 
the 100 ohm resistor. R2 shown on Figure 4, shall be plotted 1n decibels re 1 milllvolt versus 
frequency. Refer 3. 5. 2. 

4. 5. 3. 3. 1 Re~nse Measurements (Individual Tests) - Each microphone shall be 
subjected to response testsa no less than 6 approved frequencies. such as 300, 600, 1000., 
2000. 3000, 4000 cps. The specified frequencies to be used will be determined by the procuring 
agency on the basis of tests made and information gained in the lnltial stages of production. The 
method of testing and the selection of frequencies shall be such that they will truly indicate the 
overall response characteristics and output level of the microphone. 

4. 5. 3. 4 Impedance Measurement - Apply an audio frequency between 300 and 
4000 cps from an oscillator to the microphone coMector in series with a 10 ohms :1: 1%resistive 
load. The gain of the osclllator shall be adjusted so that the voltage drop across the reelst1ve 
load shall be 10 mllllvolts -:t:2%. The voltage drop across the microphone, ln mllllvolts. shall 
be taken as the impedance of the microphone measured in ohms. 

4. 5. 3. 5 Measurement of the al-to-Noise Ratio - The microphone under test 
shall be mounted in the est r y e same means esc • 5. 2 with the front grid of the 
microphone 1/4 lnch from the mouth of the signal speaker. (A baffl.e will not be used). The 
noise spectrum (Table II) shall be applied and the microphone output measured. . 'Ihe noise 
spectrum shall be removed and the signal spectrum (Table'ID}applled. The output of the 
microphone shall be measured, The signal-to-noise ratio shall be the quotient of these 
measured values. Refer 3. 5. 9. 

4.5.4 Altitude 

4. 5. 4. 1 Pressure Cycling - The microphone shall be subjected to 5 varying 
.,pressure cycles. Each pressure cycle shall consist of 30 minutes at 3. ~ inches of mercury 
(approximately 50, 000 feet) and 30 minutes at 30 inches of mercury (approximately sea level). 
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The pressure transition shall be approxtmately 5000 feet per minute. The response character­
istic of the microphone shall then be measured and shall not show a decrease in output in 
excess of 4 db, 

4. 5, 4, 2 Pressure EquallzaUon - The microphone shall be placed in an alUtude 
chamber and the pressure hiside the chamber reduced to that corresponding to an alUtude of 
15,000 feet (approximately 16, 7 inches of mercury). The respgnse of the microphone shall 
be measured at that alUtude. The response of the microphone unit shall also be measured at 
a frequency of 1000 cps while the pressure is being varied at a rate of 5000 feet per minute 
(up or down) as required by 3, 5, 7, 

4. 6, 5 Temperature Extremes 

4, 5, 5. 1 Low Temperature - Expose the microphone to an ambient temperature 
of -62°C for 2 hours, Remove the microphone from the cold chamber and immediately 
measure the response under normal room temperature conditions, 

4. 5. 5. 2 High Temperature - Expose the microphone to an ambient temperature 
of +71 °c for 2 hours. Remove the microphone from the hot chamber and immediately measure 
its response under normal room temperature condiUons. 

4. 6. 6 Salt Spray - The microphone shall be subjected to the salt spray test in 
accordance with Specification MIL-E-5272 for a period of lOOnours. The microphone shall be 
washed in tap water to remove excess salt deposits and then excess moisture removed. The 
response characterisUcs shall be measured immediately after removal from the salt spray 
chamber. Refer 3, 5.10, 

4. 5. 7 Temperature Cycling - The microphone shall be subjected to the 
temperature shock test, Procedure I of Specification MIL-E- 6272 for 5 complete cycles. The 
microphone shall be removed from the chamber and response measurements made after 
stabllizaUon at room temperature, Refer 3. 5, 11. 

4. 5, 8 Humidity - The microphone shall be subjected to the humidity test 
Procedure I of Specification MIL-E-5272. Refer 3. 5. 15. 

4. 5. 9 Vibration - The microphone shall be placed in a verUcal position on a 
vibration machine giving motion in 3 planes; vertical, horizontal and 45 degrees to the 
horizontal, of O. 03 inch amplitude (0. 06 inch total excursion) and the frequency of '1'.ibraUon 
varying from 10 to 50 to 10 cps approximately every 3 minutes. The test shall be conducted 
for a period of one hour. The response characteristics of the microphone shall be measured 
immediately after the test for vibration. Refer 3. 6. 14, 

4. 5. 10 st~ MagneUc Field Measurements - stray magnetic field measure-
ments shall be made in aelded room or In an area proved to the satisfacUon of the cognizant 
Government Inspector to be free from appreciable magneUc disturbances. The microphone 
under test shall be rotated on its axis at various points on the .Jµrface of an 8 inch radius 
sphere surrounding a Keuffel and Esser Type No. 5600 compass or approved equivalent, 
Refer 3, 5. 8. 

4. 5. 11 Impact Test - 'Ille microphone shall be ..s.ubJected to 20 random drops, 
from a 6-foot height to a covered concrete noor. The covering shall consist of 1/8 or S/f6 
inch thick asphalt We thoroughly cemented to the concrete floor using a minimum thiclmess of 
cement. Refer 3. 5.13. 
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4. 5. 12 Cord ..T§st Method - The microphone cord shall be tested in accordance 
with SpecWcation MIL-C-10392 to determine conformance with 3. 4.1. S. 2. 2. 

. ~-:-.. 
4. 6 Life Tests - The microphone shall be subjected to a Life Test at the 

contractor's plant \UlQer the lollowing simulated service conditions: 

Temperature Normal room temperature 

Altitude N9_rmal room 

Humidity Room ambient 

4. 6. 1 Test Data - The contractor shall keep a dally record as to the per-
formance of the equipment, making particular note Dt--?f deficiencies or failures. In the 
event of part failures during this test, the defective part shall be replaced and the operation 
resumed for the balance of the test period. A record shall be kept of all failures throughout 
the test. Thie record shall indicate the following. 

(1) Part type number 

(2) The eircuit reference symbol-number 

(3) The part function 

(4) Name of the manufacturer 

(5) Nature of the failure 

(6) The number of hours which the part operated prior to failure. 

4. 6.1. 1 Failure ReSrrt - In the event of a failure the Government Inspector 
shall be notified and the cause of f ure immediately determined. :H fhe cause of the failure 
indicates material or design corrections are necessary, the Bureau of Naval Weapons shall 
determine if" such corrective action is necessary prior to acceptance of additional microphones. 

4.6.2 Test Duration - '!be ..duration of the Life Test shall be 300 hours. 

4. 6. 2. 1 Test Periods - The test may be run continuously or intermittently. 
Any period of operation sliall be of sufficient duration to permit the equipment temperature 
to stabilize. J?eriodically the equipment shall be turned on and off several times and put 
through all J@ises of its performance. 

4, 6. 2. 2 Performance Check - At approximately eight-hour intervals during 
the test, a limited performance check shall be :maoe. 111.e performance check proposed by.the 
contractor shall be subject to approval by the Bureau of Naval Weapons. 

4. 6. 3 Life Test Schedule - The microphone to be- teated shall be repreaenattve 
of the curren(production In all slgnlllcant aspects of design,and manufacture. It shall be 
selected by flie Government Inspector from equipments which have passed the Individual Tests. 
The Life Teet shall be performed on the following quantities of microphones unless otherwise 
stated in the contract or approved by the Bureau of Naval Weapons. 
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Quantity of Equipment 
Offered for Acceptance 

Quantity 
to be tested 

First 25 1 

Next 26 to 200 1 

Next 201 to 500 1 

over 500 1 for each additional 
500 or fraction thereof 

4. 6. 4 Recond1t13 of Test Samples - Microphones which have been subjected 
to the Life Test shall be reconclltlon as lollowa: 

(1) On completion of the Ll1e Test, the microphones shall be 
reworked by the contractor by replacing all ''wear" items. 
The ''wear" item shall be determined by agreement between 
the contractor and the Bureau of Naval Weapont. 

(2) After reworking, the contractor may submit the microphones 
for acceptance under the contract. 

4. 7 Pre-Submisslon Te~ - No item, part or complete microphone shall 
be submitted by the contractor unill lt bas eenpreviously tested and inspected by the con­
tractor and found to comply, to the best of his knowledge and belief, with all applicable require­
ments. 

4.8 Rejection and Retest 

4. 8. 1 Individual Tests - Each microphone which fails to meet all requirements 
set forth in 4. 3.1 shall require Immediate rejection and may be reworked as necessary to meet 
all the requtrements of thls speclfication. 

4. 8. 2 Sampling Tests - If any microphone selected falls to successfully pass 
all sampling tests, it sliill cause rejection of the lot represented unW all wrlts have been 
reworked as necessary to correct defects. Sampling of reworked microphones for retest 
eball be made by the cognizant Government Inspector as necessary to insure that all defects 
have been corrected. 

4. 8, 3 Reworked Units - The reworked microphones which meet all require-
ments during retests may be accepted for delivery but complete details concerning the cause 
of failure and steps taken to insure correction of such causes in future production shall be 
forwarded by the cognlzant Government Inspector to the Bureau of Naval Weapons. 

4. 8. 3. 1 Failures - Should samples selected from any lot of reworked microphones 
fall to meet all requirements during retest, the lot of microphones represented shall not be 
further reworked and submitted for further test without specific approval 1n writing from the 
Bureau of Naval Weapons. 

14 



MIL-M-221'19(WEP) 

5. PRJ!PARA TION l'OR DBLlVERY 

5. 1 General - All major units and parts of the equipment shall be packaged, 
packed and marked for shipment 1n accordance with the requirements of Specification 
MIL-P-17555. The level of preservation, pPckaging, and packing shall be specgled by the 
procuring actiVity. 

6. NOTES 

6.1 Use - It 1B intended that this miCrQPhone be 11Nd with fltandard Navy 
headsets and protecUve lielmets to convert normal speacli· input to electrical signals suitable 
for connection, via a, preamplifier. into the speach ampllfiers and/or modulators of radio or 
audio equipment. 

6. 2 Qualification - With respect to products requiring qualification, awards 
will be made only for such products as have, prior to the time set for opening of bids, been 
tested and approved for inclusion in the applicable Quallfiea: Products List whether or not such 
products have actually been so listed by this date. The attention of the suppliers is called to 
this requirement, and manufacturers are urged to arrange to have the products that they pro­
pose to offer to the Federal Government, tested for qualWcatlon, in order that they may be 
eligible to be awarded contracts or orders for the products covered by this specification. The 
activity responsible for the qualified products list is the Bureau of Naval Weap0ns, Department 
of the Navy, Washington_)5, D. C. and information pertaining to qualification of products may 
be obtained from that activity. 

6. 3 Ordering Data - 1be procurement document should specify the following: 

(1) Title, number and date of this specification. 

(2) Either a complete_~rophone, Dynamic M-96/A or any of the 
items of 1. 2 as required. 

6. 4 Precedence of Documents - When the requirements of the contract. this 
specification, or applicable subsldlary speclfications are 1n conflict, the following precedence 
shall apply: 

(1) Contract - The contract shall have precedence over any 
epecillcation. 

(2) 'Ibis ~cification - 1bis spec1fication shall have precedence 
over applicable subsidiary specifications. Any deviation 
from this specification, or from subsidiary specifications 
where applicable, shall be specifically approve<l in writiDg 
by the procuring activity. 

(3) Referenced Specifications - Any referenced specification
sba1l have precedance over all appllcabl&. substc:Uary 
speoUications referenced therein. All referenced speci­
ficaUons shall apply to the extent apecified. 
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6. 5 'lbe parentheses ( * ). when used in tbe t)'pe designation. shall be 
replaced by either a number or letter furnished by the e!Ocur,;ilg activity upon application by 
the contractor for assignment of nomenclature in accordance with S. S. 8, 'lbe complete 
type number shall be used on nameplates, shipping records and instruction books, as applicable, 

NOTICE - When Government drawings, speclficattons, or other data are used for any purpose 
other than in cOMection with a definitely related Government procurement operation, the United 
States Government thereby incurs no responsibWty nor any obligation whatsoever; and the fact 
that the Government may have formulated, furbished or in any way supplied the said drawings, 
specllications or other data is not to be regarded by implication or otherwise as in any maimer 
licensing the holder or any other person or corporation, or conveying any rights or permission 
to manufacture, use- or sell any patented invention that may in any way be related thereto. 
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8/IFFL£ OR COVPt£R 

1 
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QSC 01 , I 10 
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I00-/0/ 000 CY~LES 

rM!Cl?OPlfONE t/NIJER T£ST 

*hOdl> YOL,T/NiE G/11# 

PR£ 
IU AMP 

2 r'o MilX W/1VE -,±I---+±-, 

FORM J)ISTORT/ON 'V ~ 

Ty 
J lil4•Al 

~ 0-25MFt 27, 5Vl)e,
::) 

DC 

* THE PR£AMPLJF/£R SHALL HAVE. THE FOLLOWING CHIIHACTERIJT/CS: iS 
(a) GAIN: "0± 1 db. i.: 
(b) RESPONSE: :t:. 1 db FROM 100 CPS TO JOKc/.s. t 

I\)
{c) INPUT 1MPEDANC£: 5 OJ/MS ± 1 OHMS. f-'4 

(ci) 0IJTPUT /MPEDA}IC£: 100 OHMS ± /0 OHMS. ~ 
{e> DISTORTION: LESS THAN 1 °70. 

.g 
-:i;:: 

(f} LINEARITY: .300ll.VTO .5 VOLT. .._, 

FIG. 4 .... _STANOARb TESr CIRCUIT 
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