
     
 

     
 
 
 

 

 
 
           

 
  

 
      
       

 
      

 

  
     
 

 
  
  
 

 
  
  
 

 
  
 

 
 
    
 
 
 
 
 
 
 
 
 

  
 

      
  
   
 
 
 

 
 

 INCH-POUND 

   MIL-PRF-1/1754B 
                  AMENDMENT 1

   18 October 2002 

PERFORMANCE  SPECIFICATION SHEET 

ELECTRON TUBE, MAGNETRON 
 TYPE DOD-032 

This amendment forms a part of MIL-PRF-1/1754B, dated 18 July 2002, and is 
approved for use by all Departments and Agencies of the Department of Defense. 

PAGE 1 

PHYSICAL CHARACTERISTICS: Delete “See note 28” substitute “28/”. Next to “8/” add “and note 8”. 

PAGE 2 

Under GENERAL:  Add “Holding period = 48 hours minimum”. 

PAGE 3 

TABLE I.: Frequency pushing figure:  delete “0.250 MHz” and substitute “0.300 MHz/a”. 

PAGE 4 

Inspection column:  delete note references.   
7/: Delete repetitious “amplitude point”.   

PAGE 5 

17/: Delete “to me” and substitute “to be”.   
20/: Delete “pulsed” and substitute “pulses”.  Delete “note 17” and substitute “17/”. 

PAGE 6 

21/: Delete “with a” and substitute “when a”.   

Custodians: 
  Navy - EC
  DLA - CC 

    Review
 Navy - AS, OS 

Preparing activity:
  DLA - CC 
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