
MIL-T-60193(MU) 
AMENDMENT 2 
12 July 1968 
SUPERSEDING 
AMENDMENT 1 
1 February 1968 

MILtTARY SPECIFICATION 

TRANSFORMER, POWER, STEP-DOWN: 10525915 

This amendment forms a part of Military Specification MIL-T-60193(MU), 
dated 23 February 1965. 

Paragraph 3.3.4.1: Delete 11135°F. 11 and substitute 11135°F, except 
that it shall meet the requirements of 3.4.3 after being thoroughly dried," 

* Paragraph 3.4.1: Delete last sentence and substitute "DC resistance 
at room temperature shall be l1ithin the limits of 575 ohms max. and 425 ohms 
min. DC resistance at +135°F shall be 647.3 ohms max. At -40°F the de 
resistance shall be 316.4 ohms min." 

* Paragraph 3.4.2: Delete columns 6 and 7 in their entirety and substi-
tute the follm,ing: 

DC Resistance (ohms) 

Room Tem12. +135°F -40°F 
Terminal Max. Min. Max. Min. 

3-4 17.5 13.0 19.7 9.68 
5-6 19.5 14.4 22.0 10, 72 
7-8 21.0 15.5 23.6 11.54 
9-10 22.0 16.5 24.8 12.28 
11-12 23.5 17.5 26.5 13.03 
13-14 25.0 18.5 28.1 13. 77 
15-16 26.0 19,5 29.3 14.52 

Follouing paragraph 4.1.1, add paragraphs 4.1.2., 4.1.2.1 and 4.1.2.2. 

"4. 1. 2 First Article (Initial Production) Approval.- The requirement 
for first article approval and the responsibility (Gover11ment or contractor) 
for first article testing shall be as specified iu the contract. The sam­
ple for first article approval tests shall consist of three (3) manufactured 
in the same manner using the same materials, equipment, processes, and pro­
cedures as used in regular production. All parts and materials, including 
packaging and packing, shall be obtained from the same source of supply as 
used in regular production. 

4.1.2.1 Government Testing.- When the Government is responsible for 
conducting first article approval tests, the contractor, prior to sub­
mitting the sample to the Government, shall inspect the sample to insure 
that 1.t conforms to all the requirements of the contract and submit a re­
cord of this inspection uith the sample, including certificates of con­
formance for materials. 
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4.1.2.2 Contractor Testing.- When the contractor is responsible for 
conducting first article approval tests, the sample shall be inspected by 
the contractor for all the requirements of the contract. The sample and 
a record of this inspection, including certificates of conformance for 
materials, shall be submitted to the Government for approval. The Govern­
ment reserves the right to witness the contractor's inspection." 

* Paragraph 4.2.3: Add the follow1.ng sentence: "No lots shall be accepted 
until control samples have been satisfactorily tested." 

Paragraph 4.3.2: Delete first sentence and substitute: 

"The units shall be selected at random by a Government Representative 
as control samples from each three (3) months production or portion thereof 
as follows: 

3 units per first 100 produced 
5 units per 200 
7 units per 300 
9 units per 400 

10 units per 500 
12 units per 700 
15 units per 1000 

and 2 units for each 100 items produced in excees of 1000." 

Paragraph 4.5.1.3.2: Delete "95 ± 5 percent" and substitute "92 to 
97 percent"; delete "specified requirements of 3.3.4.1" and substitute "re­
qu1.rements of 3.3.4.1, except the unit shall be tested as specified in 
4.5.2.3 after being thoroughly dried". 

Paragraph 4.5.1.5, line 1: Delete "Fungus" and substitute "Fungus 
resistance". 

* The outside margins have been marked to 1.ndicate where additions to the pre­
vious amendment have been made. Th1.s has been done as a convenience only 
and the Government asswnes no liabil1.ty uhatsoever for any inaccuracies in 
this notation. Bidders and contractors are cautioned to evaluate the re­
quirements of this document based on the entire content as wr1.tten irrespec­
tive of the marginal notation and relationship to the last previous amend­
ment. 

Custodian: Preparing Activity: 

Army - MU Anny - ~m 
ProJect No. 5950-Alol 

Page 2 
of 2 pages 

https://liabil1.ty
https://follow1.ng



