SAE AMS7276J

TIER | ADOPTION NOTICE

SAE-AMS7276J, “Rubber: Fluorocarbon (FKM) High Temperature - Fluid Resistant Low Compression
Set/70 to 80 Type A Hardness For Seals in Fuel Systems and Specific Engine Oil Systems", was adopted
on 17 January 2023 for use by the Department of Defense (DoD). Proposed changes by DoD activities
must be submitted to the DoD Adopting Activity: DLA Land and Maritime, ATTN: VAI, 3990 East Broad
Street, Columbus, OH 43218-3990 or FluidFlow@dla.mil. Copies of this document are available from
SAE Intemational, 400 Commonwealth Drive, Warrendale, PA 15096-0001, Tel: 877-606-7323 (inside
USA and Canada) or 724-776-4970 (outside USA), www.sae.org.

Custodians: Adopting activity:
Army — MR DLA-CC
Navy — AS
AF - 20
DLA - CC (Project 5330-2023-001)

Review activities:
Navy — SH

NOTE: The activities listed above were interested in this document as of the date of this document.
Since organizations and responsibilities can change, you should verify the currency of the information
above using the ASSIST Online database at https://assist.dla.mil.

AMSC N/A FSC 5330
DISTRIBUTION STATEMENT A. Approved for public release; distribution is unlimited.
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