DLA Weapons Support (Columbus) - VQ
Supplemental Information Sheet for Electronic QPL-29

Specification Details: Date: 8/31/2026
Specification: MIL-PRF-29

Title: Resistors, Fixed, Meter Multiplier, External (High Voltage, Ferrule Terminal Type)

Federal Supply Class (FSC): 5905

Conventional: Yes

Specification contains quality assurance program: No

MIL-STD-790 Established Reliability & High Reliability: No

MIL-STD-690 Failure Rate Sampling Plans & Procedures: No

Weibull Graded: No

Specification contains space level reliability requirements: No

ificati Il test optimization: N
SR ealion AUAtB sk ogtmization: No
Contact Information:

Office of Primary Involvement: Passive Devices Branch, DLA Land and Maritime - VQP
Primary Qualifying Activity Contact: 614-693-2925, e-mail: vgp.ch@dla.mil
Secondary Qualifying Activity Contact: 614-907-2854, e-mail: vgp.ss@dla.mil

Notes:

PIN: The PIN consists of the Style and Resistance.

Style: The style is identified by a three-letter symbol. The first two letters, MF, identify high voltage, external, meter-multiplier, fixed resistors of the
ferrule-terminal type. The third letter identifies the particular physical dimensions.

Resistance: The nominal resistance in ohms is designated by a three-digit number. The first two digits represent the first two significant figures of the
figures of the resistance value, the third digit indicates the number of zeros to follow.

Part Configuration:

MFC504
Style Resistance
MFC 504

PART LISTINGS

MANUFACTURER'S = TEST OR
GOVERNMENT DESIGNATION OR QUALIFICATION SUPPLIER'S NAME
DESIGNATION TYPE NUMBER REFERENCE (ADDRESS ON LAST PAGE)
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