
DLA Land and Maritime - VQ

Supplemental Information Sheet for Electronic QPL-18312

Specification: MIL-C-18312

Specification Details:

Title: Capacitor, Fixed, Metallized, (Paper, Paper-Plastic or Plastic Film) Dielectric, D.C. (Hermetically Sealed in Metal Cases)

Federal Supply Class (FSC): 5910

Conventional: Yes

Specification contains quality assurance program: No

Date: 8/15/2024

MIL-STD-790 Established Reliability & High Reliability: No

MIL-STD-690 Failure Rate Sampling Plans & Procedures: No

Weibull Graded: No

Specification contains space level reliability requirements: No

Specification allows test optimization: No

Office of Primary Involvement: Passive Devices Branch, DLA Land and Maritime - VQP

Contact Information:

Primary Qualifying Activity Contact: 614-692-1339, e-mail: vqp.bj@dla.mil

Secondary Qualifying Activity Contact: 614-692-2009, e-mail: vqp.ch@dla.mil

Notes:

Effective 8 January 1970, MIL-C-18312 has been declared "Inactive for New Design." Use MIL-PRF-39022. This is applicable on all acquisitions to 
which MIL-C-18312 is applied.

Contact the manufacturer or refer to the manufacturers website for a list of Authorized Distributors.
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